(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 



(19) World Intellectual Property 
Organization 
International Bureau 




(43) International Publication Date (10) International Publication Number 

2 September 2004 (02.09.2004) PCT WO 2004/075194 Al 



(51) International Patent Classification 7 : 



GI1B 20/10 



(21) International Application Number: 

PCT/KR2004/000375 

(22) International Filing Date: 24 February 2004 (24.02.2004) 

(25) Filing Language: English 

(26) Publication Language: English 

(30) Priority Data: 

10-2003-0011520 

24 February 2003 (24.02.2003) KR 
60/452,559 7 March 2003 (07.03.2003) US 

1 0-20O4-00O0059 2 January 2004 (02.0 1 .2004) KR 

(71) Applicant: SAMSUNG ELECTRONICS CO., LTD. 

[KR/KR]; 416, Maetan-dong, Yeongtong-gu, Suwon-si, 
Gyeonggi-do 442-742 (KR). 



(72) Inventors: JUNG, Kil-Soo; 104-1401 Namsuwon Doosan 
Apt., 485, Byungjeom-ri, Taean-eup, Hwaseong-gun, 
Gyeonggi-do 445-970 (KR). MOON, Seong-Jin; 436-502 
Cheongmyung Maeul 4-danji Apt., 1046-1 Yeong- 
tong-dong, Yeongtong-gu, Suwon-si, Gyeonggi-do 
443-738 (KR). PARK, Sung-Wook; 4-1103 Mapo 
Hyundai Apt., 188-108, Gongdeok 2-dong, Mapo-gu, 
Seoul 121-022 (KR). 

(74) Agent: LEE, Young-PU; The Cheonghwa Building, 
1571-18, Seocho-dong, Seocho-gu, Seoul 137-874 (KR). 

(81) Designated States (unless otherwise indicated, for every 
kind of national protection available)'. AE, AG, AL, AM, 
AT, AU, AZ, BA, BB, BG, BR, BW, BY, BZ, CA, CH, CN, 
CO, CR, CU, CZ, DE, DK, DM, DZ, EC, EE, EG, ES, FI, 
GB, GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, 
KG, KP, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD, MG, 
MK, MN, MW, MX, MZ, NA, Nl, NO, NZ, OM, PG, PH, 

[Continued on next page] 



(54) Title: APPARATUS AND METHOD FOR DECODING DATA FOR PROVIDING BROWS ABLE SLIDE SHOW, AND DATA 
STORAGE MEDIUM THEREFOR 



700 



in 



O 



MAINSTREAM 
DATA 



710 



MAINSTREAM 
DECODER 



730 



MAINSTREAM 
STC COUNTER 



750 



SUB-AUDIO 
DATA 



SUB-AUDIO 
STC COUNTER 



Z_ 



770 



SUB-AUDIO 
DECODER 



(57) Abstract: A decoding apparatus and method for producing 
a browsable slide show and a data storage medium therefor. The 
decoding apparatus having a mainstream decoder, which decodes 
mainstream packet data including image data to be reproduced 
in a browsable slide show; a sub-audio decoder, which decodes 
sub-audio packet data including audio data attached to the image 
data; a mainstream system time clock (STC) counter, which 
provides an STC sequence for controlling the decoding time of 
the mainstream packet data to the mainstream decoder; and a 
sub-audio STC counter, which provides an STC sequence for 
controlling the decoding time of the sub-audio packet data to 
the sub-audio decoder. Accordingly, it is possible to seamlessly 
reproduce sub-audio data even when a user selects a forward or 
reverse play in the middle of reproducing still image data with the 
sub-audio data attached thereto in a browsable slide show. 



WO 2004/075194 Al IIIIIIIIH 



PL, PT, RO, RU, SC, SD, SE, SG, SK, SL t SY, TJ, TM, TN, 
TR, TT, TZ, UA, UG, UZ, VC, VN, YU, ZA, ZM, ZW. 

(84) Designated States (unless otherwise indicated, for e\>ery 
kind of regional protection available): ARIPO (BW, GH, 
GM, KE, LS, MW, MZ, SD, SL, SZ, TZ, UG, ZM, ZW), 
Eurasian (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), Euro- 
pean (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, FI, FR, 
GB, GR, HU, IE, IT, LU, MC, NL, PT, RO, SE, SI, SK, 
TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, 
ML, MR, NE, SN, TD, TG). 



— before the expiration of the time limit for amending the 
claims and to be republished in the event of receipt of 
amendments 

For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the PCT Gazette. 



Published: 

— with international search report 



WO 2004/075194 



PCT7KR2004/000375 



APPARATUS AND METHOD FOR DECODING DATA FOR PROVIDING 
BROWSABLE SLIDE SHOW, AND DATA STORAGE MEDIUM THEREFOR 

Technical Field 

The present invention relates to decoding data, and more particularly, to a 
decoding apparatus and method for providing a browsable slide show, and a data 
storage medium therefor. 

Background Art 

In general, image data contains a considerable amount of information, and 
thus, the image data needs to be compressed before being recorded on a recording 
medium or being transmitted. MPEG encoding that has been authorized by both ISO 
and IEC has been the most widely used method of compressing and encoding image 
data. Audio data, which is generally encoded together with image data, is compressed 
using an MPEG or audio coding phase 3 (AC-3) encoding method. Time information, 
necessary for synchronizing encoded image data with encoded audio data, is allotted to 
the encoded image data and the encoded audio data, and then the encoded image 
data and the encoded audio data are multiplexed. 

In the case of multiplexing video data and audio data, the video data and the 
audio data are divided into video packets and audio packets, respectively. Each video 
or audio packet is an array of a predetermined number of bits. Thereafter, additional 
information, such as a header, is attached to each video packet and audio packet. 
Thereafter, the video packets and the audio packets are shuffled and then transmitted 
in a time-division manner. The header of each video and audio packet includes 
information indicating whether the corresponding packet is a video packet or an audio 
packet. 

In MPEG synchronization, a time stamp, which comprises time information, is 
used. More specifically, the time stamp is a sort of time management tag attached to 
each access unit of video or audio data to facilitate decoding and reproducing of the 
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video or audio data. In other words, the time stamp indicates when each access unit 
of the video or audio data should be decoded and reproduced. The time stamp is 
classified as either a presentation time stamp (PTS) or a decoding time stamp (DTS) 
according to which MPEG encoding method has been used to encode the video or 
5 audio data. 

The PTS is time management information used in reproducing data. When 
the PTS matches a system time clock (STC) signal, which is a reference 
synchronization signal in a reference decoder of an MPEG system, the corresponding 
access unit is reproduced and output. 

10 The DTS, which is time management information used in decoding data, is 

used because output sequences of bit arrays of MPEG-encoded video data are 
generally very unique. In other words, bit arrays of the MPEG-encoded video data are 
output in a predetermined order with "I" and "P" pictures followed by "B" pictures. Thus, 
a sequence of decoding the bit arrays of the MPEG-encoded video data should be 

is different from a sequence of reproducing the bit arrays of the MPEG-encoded video 
data. If the PTS is different from the DTS, the PTS and the DTS are both loaded into 
packet data. Otherwise, only the PTS is loaded into the packet data. 

FIG. 2 is a block diagram of an MPEG encoding apparatus 200. Referring 
to FIG. 2, the MPEG encoding apparatus 200 includes a video encoder 210, an 
20 audio encoder 220, a first packetizer 230, a second packetizer 240, a program stream 
multiplexer 250, and a transport stream multiplexer 260. 

The video encoder 210 and the audio encoder 220 receive and encode 
digitalized video data and digitalized audio data, respectively. 

The first and second packetizers 230 and 240 packetize the encoded video 
25 data and the encoded audio data, respectively, thus generating packetized elementary 
stream (PES) packets, respectively. 

PTS information and DTS information are attached to the PES packet data. 
As described above, the PTS information and the DTS information are used to 
synchronize their corresponding image data with other data. The PTS information 
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specifies the time when its corresponding image data will be output, and the DTS 
information specifies the time when its corresponding image data will be decoded. In 
general, audio data only has the PTS information, in which case the PTS information is 
the same as the DTS information. Audio data or video data, to which the PTS 
information and the DTS information are attached, is packetized into payload data. 

The program stream multiplexer 250 and the transport stream multiplexer 260 
multiplex the PES packets respectively obtained by the first and second packetizers 
230 and 240 into a program stream (PS) and a transport stream (TS), respectively, with 
different identification numbers respectively allotted to the PES packets. A multiplexed 
unit of the program stream, which is used in a data storage medium, is a program 
stream pack. According to the DVD video standards, the program stream is 
multiplexed into program stream packs each comprised of 2048 bytes. 

The transport stream is introduced for digital broadcasting applications in 
which data loss is more likely to occur. The transport stream is multiplexed into 
transport stream packs each comprised of 188 bytes. An increasing number of 
application programs that record digital broadcast data on a data storage medium have 
adopted transport streams. In the present invention, multiplexed transport streams are 
used. However, the present invention can also be applied to an application using 
program streams. 

As described above, a transport stream is packetized data, which is obtained 
by packetizing video or audio data, and can be transmitted via a satellite, a cable 
network, or a local area network (LAN). According to the ISO/IEC 13818-1 standard, 
an MPEG-2 transport stream pack is comprised of 188 bytes. According to the ATM 
standard, an MPEG-2 transport stream pack is comprised of 53 bytes. 

In a digital broadcast, a plurality of packet data is transmitted to a receiving 
party at irregular intervals. Once it arrives at the receiving party, each of the plurality of 
packet data is processed by a buffer of the receiving party and then is decoded by a 
decoder of the receiving party so that a user can watch a digital broadcast program. 
There is a need to reproduce the packet data at a user determined moment of time 
after the packet data is stored in a recording medium. A sending party is supposed to 
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transmit the packet data to the receiving party with the state of the buffer of the 
receiving party taken into full consideration. However, if the sending party fails to 
transmit the packet data so that any two adjacent packet data among the plurality of 
packet data cannot be transmitted with a guaranteed sufficient time gap therebetween, 
5 there is a possibility of the buffer overflowing or underflowing with the packet data. 

Therefore, time information indicating the time when each of the plurality of packet data 
has arrived at a recording apparatus must be added to the packet data, and a 
reproducing apparatus must output the packet data by referring to the time information. 

In recording packet data that has been transmitted in a transport stream on a 

10 recording medium and reproducing the packet data from the recording medium, "arrival 
time information" is necessary. In other words, a recording apparatus receives packet 
data that has been transmitted at regular intervals by a sending party. The recording 
apparatus stores the packet data on the recording medium. The recording apparatus 
includes a counter so as to transmit the packet data read from the recording medium to 

15 a decoder at the same intervals at which it has received the packet data. The counter 
is driven by a system clock signal with a frequency of 90 Khz or 27 Mhz. Whenever 
each of the plurality of packet data arrives, the counter allots a counter value, i.e., an 
arrival time stamp (ATS), to each of the plurality of packet data, and the recording 
apparatus records each of the plurality of packet data with its counter value. In order 

20 to reproduce the packet data recorded on the recording medium, the counter transmits 
each of the plurality of packet data to the decoder by referring to the counter value of 
each of the plurality of packet data so that each of the plurality of packet data can be 
transmitted to the decoder at the same intervals at which it arrived at the counter. This 
type of counter is called an arrival time clock (ATC) counter. Therefore, data input into 

25 the recording apparatus is given an arrival time stamp and then is recorded together 
with the arrival time stamp on the recording medium. Thereafter, the data is 
reproduced from the recording medium by referring to the arrival time stamp attached 
thereto. 

FIG. 3 illustrates a basic format of a plurality of packet data, to which arrival 
30 time stamps are respectively attached, and the relationship between the time when 
each of the plurality of packet data arrives and the time when each of the plurality of 
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packet data is output to be reproduced. Referring to FIG. 3, a plurality of packet data A, 
B, C, and D sequentially arrive at a recording apparatus at moments of time 
represented by 100, 110, 130, and 150, respectively. The recording apparatus allots 
arrival time stamps having values of 100, 110, 130, and 150 to the plurality of packet 
5 data A, B, C, and D, respectively, and records the plurality of packet data A, B, C, and D 
with their respective arrival time stamps. When reproducing the plurality of packet 
data A, B, C, and D, the plurality of packet data A, B, C, and D are sequentially output 
at the moments of time represented by 100, 110, 130, and 150, respectively, by 
referring to their respective arrival time stamps. 

io FIG. 4 is a diagram illustrating the structure of packet data 400 recorded on a 

recording medium together with an arrival time stamp. The packet data 400 includes 
an arrival time stamp 410, a decoding time stamp 420, a presentation time stamp 430, 
and video data (or audio data) 440. 

FIG. 5 is a block diagram of a conventional decoding apparatus that 
15 synchronizes video packet data with audio packet data using encoded time information, 
such as a PTS and a DTS. Referring to FIG. 5, the decoding apparatus includes an 
inverse multiplexer 510, a video decoder 530, an STC counter 550, and an audio 
decoder 570. 

The inverse multiplexer 510 inversely multiplexes a transport stream input 
20 thereinto, transmits video packet data, which is obtained as a result of the inverse 
multiplexing, to the video decoder 530, and transmits audio packet data, which is 
obtained as a result of the inverse multiplexing, to the audio decoder 570. 

The STC counter 550 is set by a program clock reference (PCR) included in 
the video packet data or the audio packet data. The video decoder 530 and the audio 
25 decoder 570 each include a decoding buffer (not shown), which temporarily stores 
packet data received from the inverse multiplexer 510. When the packet data 
including the PCR is input into the decoding buffer, an output value of the STC counter 
550 is set to the same value as the PCR. The STC counter 550 can be realized as a 
counter that operates at a frequency of 90 Khz or 27 Mhz. 
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The video packet data is input into the video decoder 530 by the STC counter 
550 at a moment of time indicated by DTS information of the video packet data, and is 
then decoded by the video decoder 530. On the other hand, the audio packet data T 
which only includes PTS information, is input into the audio decoder 570 by the STC 
5 counter 550 at a moment of time indicated by the PTS information. Shortly after the 
audio packet data is input into the audio decoder 570, it is output. 

In short, the video packet data or the audio packet data is decoded at the 
moment of time indicated by the DTS information of the video packet data or the PTS 
information of the audio packet data so that the decoding buffer filled with the video 
10 packet data or the audio packet data is emptied. Video data and audio data that have 
the same PTS data are output at the same time. 

As described above, video data and audio data can be synchronized with each 
other by controlling the decoding and outputting of the video and audio data with 
reference to the DTS information of the video data and the PTS information of the 
15 audio data. The video data and the audio data are synchronized with each other by a 
clock signal provided by the STC counter 550. 

One of the methods of displaying still images is a slide show, in which still 
images are displayed one after another each for a predetermined amount of time. 
There are two different types of slide shows, i.e., time-based slide shows and 
browsable slide shows. During a time-based slide show of still images, if a user 
selects a reverse play or forward play for reproduction of a specific previous or 
subsequent still image, reproduction of audio data corresponding to the current still 
image is stopped. Audio data corresponding to the specific previous or subsequent 
still image is then reproduced in synchronization with the specific previous or 
subsequent still image. 

Hereinafter, the problem of discontinuous reproduction of audio data when a 
reverse p | ay or forward play is selected during the displaying of still images in a 
time-based slide show will be described in greater detail with reference to FIG. 6. 
Mainstream data generally includes video data, audio data, or sub-picture data. A 
30 time-based slide show includes still image data but does not include audio data. 

6 
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Referring to FIG. 6, each still image is synchronized with the corresponding 
sub-audio data using PTS information, which is encoding time information. As still 
images are reproduced, the STC counter value of the decoder gradually increases. 
However, if a user selects a forward play for reproduction of a specific subsequent still 
5 image, or if the user selects a reverse play for reproduction of a specific previous still 
image, the STC counter jumps to an exact count value corresponding to the specific 
subsequent still image. During this process, sub-audio data, such as background 
music, is discontinuously reproduced due to updating of the STC counter value of the 
decoder. 

io As described above, in the related art, a single STC counter is used to control 

both a video decoder and an audio decoder. Thus, in the case of displaying still 
images with background music in a time-based slide show, reproduction of sub-audio 
data, such as background music, discontinues whenever an STC counter value is 
updated because of a forward play command or a reverse play command issued by a 

is user, which makes it very difficult to have a browsable slide show. 



Disclosure of the Invention 

The present invention provides a decoding apparatus and method for 
providing a browsable slide show, and a recording medium for the decoding apparatus 
20 and method. The decoding apparatus and method can seamlessly reproduce 
sub-audio data in a browsable slide show regardless of whether a user selects a 
forward play or a reverse play in the middle of displaying still images. 

Additional aspects and/or advantages of the invention will be set forth in part in 
the description which follows and, in part, will be obvious from the description, or may 
25 be learned by practice of the invention. 

According to an aspect of the present invention, there is a decoding apparatus 
for providing a browsable slide show. The decoding apparatus includes a mainstream 
decoder, which decodes mainstream packet data including image data to be 
reproduced in the browsable slide show; a sub-audio decoder, which decodes 
30 sub-audio packet data including audio data attached to the image data; a mainstream 
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system time clock (STC) counter, which provides an STC sequence for controlling the 
decoding time of the mainstream packet data in the mainstream decoder; and a 
sub-audio STC counter, which provides an STC sequence to control the decoding time 
of the sub-audio packet data in the sub-audio decoder. 

5 The mainstream STC counter may provide an STC sequence for each still 

image included in the mainstream packet data to the mainstream decoder. 

According to another aspect of the present invention, there is a decoding 
method for providing a browsable slide show. The decoding method involves providing 
an STC sequence for mainstream packet data, which is used for controlling the 

10 decoding time of the mainstream packet data, the mainstream packet data including 
image data to be reproduced in a browsable slide show; decoding the mainstream 
packet data by referring to the STC sequence for the mainstream packet data; providing 
an STC sequence for sub-audio packet data, which is used for controlling the decoding 
time of the sub-audio packet data, the sub-audio data including audio data attached to 

is the image data; and decoding the sub-audio packet data by referring to the STC 
sequence for the sub-audio packet data. 

When providing an STC sequence for mainstream packet data, an STC 
sequence for each still image included in the mainstream packet data may be provided. 

According to still another aspect of the present invention, there is a data 
20 storage medium, which stores data to be reproduced in a browsable slide show. The 
data storage medium includes a plurality of clips, including image data; clip information, 
including clip information that specifies the structure of each of the clips; and a play list, 
including information on reproduction of each of the clips. Here, the clip information 
includes information on the STC sequence of each still image included in each of the 

25 Clips. 

Information on the STC sequence of each still image may include pieces of 
information relating to the location of each still image in each of the clips, as well as the 
reproduction starting time and the reproduction ending time of each still image. 
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The play list may include a plurality of play items, and each of the plurality of 
play items includes pieces of information on actual reproduction time and actual 
reproduction ending time of each still image. 

Brief Description of the Drawings 

These and/or other aspects and advantages of the invention will become 
apparent and more readily appreciated from the following description of the 
embodiments taken in conjunction with the accompanying drawings in which: 

FIG. 1 is a diagram illustrating a conventional format of packet data; 

FIG. 2 is a block diagram of a conventional MPEG encoding apparatus; 

FIG. 3 is a diagram illustrating a basic format of a plurality of packet data, to 
which arrival time stamps are respectively attached, and relationship between the time 
when each of the plurality of packet data arrives and the time when each of the plurality 
of packet data is output to be reproduced; 

FIG. 4 is a diagram illustrating the format of conventional packet data with time 
synchronization information attached thereto; 

FIG. 5 is a block diagram of a conventional decoding apparatus; 

FIG. 6 is a diagram illustrating the updating of an STC counter value during the 
displaying of still images in a slide show; 

FIG. 7 is a diagram illustrating a browsable slide show according to 
anembodiment of the present invention; 

FIG. 8 is a block diagram of a decoding apparatus for providing a browsable slide 
show according to an embodiment of the present invention; 

FIG. 9 is a block diagram of a reproducing apparatus that includes a decoding 
apparatus according to an embodiment of the present invention; 

FIG. 1 0A is a diagram illustrating system time clock (STC) sequences which are 
used to decode still image data according to an embodiment of the present invention; 

FIG. 1 0B is a diagram illustrating STC sequences which are used to decode 
audio data according to an embodiment of the present invention; 

FIG. 11 is a diagram illustrating the relationship among a play list, clip information, 
and clips; 
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FIG. 12 is a diagram illustrating a plurality of play items with different default 
reproduction times; 

FIG. 13 is a diagram illustrating a play list including sub-play items; 

FIG. 14 is a diagram illustrating the structure of clip information; 

FIG. 15 is a diagram illustrating an example of the Sequencelnfo of FIG. 14; and 

FIG. 16 is a diagram illustrating an example of characteristic point information 
(CPI)of FIG. 14. 

Best mode for carrying out the Invention 

Reference will now be made in detail to the embodiments of the present 
invention, examples of which are illustrated in the accompanying drawings, wherein like 
reference numerals refer to the like elements throughout. The embodiments are 
described below to explain the present invention by referring to the figures. 

FIG. " 7 is a diagram illustrating a browsable slide show according to an 
embodiment of the present invention. Referring to FIG. 7, a first still image is 
reproduced at a predetermined moment of time designated by presentation time stamp 
(PTS) information with a predetermined default duration time. Other still images are 
then sequentially reproduced at regular intervals. In an aspect of the present invention, 
the default duration time is set to infinity. Thus, all the still images except the first one 
are reproduced according to user setting. Audio data attached to the still images for a 
browsable slide show is reproduced according to the PTS information attached thereto. 
If a user selects a reverse play or a forward play for reproduction of a predetermined 
still image during a browsable slide show, reproduction of the current still image is 
stopped, and the predetermined still image is reproduced, during which the audio data 
is seamlessly reproduced. This type of still image reproduction may include a digital 
photo album in which still images, such as photographs, are sequentially displayed with 
background music. 

In order to realize a browsable slide show, a system time clock (STC) counter 
value for audio data should keep increasing independently of the STC counter value for 
still image data, as shown in FIG. 7. 

10 
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FIG. 8 is a block diagram of a decoding apparatus 700 that provides a 
browsable slide show according to an embodiment of the present invention. Referring 
to FIG. 8, the decoding apparatus includes a mainstream decoder 710, a mainstream 
STC counter 730, a sub-audio STC counter 750, and a sub-audio decoder 770. 

Mainstream data is decoded by referring to a value of the mainstream STC 
counter 730, and sub-audio data is decoded by referring to a value of the sub-audio 
STC counter 750. Therefore, even if the value of the mainstream STC counter 730 is 
updated, it does not affect the value of the sub-audio STC counter 750 so that 
seamless reproduction of the sub-audio data is guaranteed even when a user selects a 
reverse play or a forward play of the mainstream data. 

The mainstream data is input into the mainstream decoder 710, and the 
sub-audio data is input into the sub-audio decoder 770. The mainstream data is 
encoded data, such as a JPEG-encoded data stream or an MPEG-encoded data 
stream. If the mainstream data is an MPEG-encoded data stream, still images may be 
displayed on a screen using only intra frames. 

For the convenience of explanation, it is assumed in the present embodiment 
that the mainstream data input into the mainstream decoder 710 is a JPEG-encoded 
data stream. 

The sub-audio data input into the sub-audio decoder 770 is audio data, which 
is attached to the mainstream data so that it can be reproduced together with the 
mainstream data. 

According to an aspect of the present invention, mainstream data and the 
sub-audio data are recorded on a data storage medium (not shown), such as a DVD, as 
separate files. 

If a mainstream data packet is input into a buffer (not shown) installed in the 

mainstream decoder 71 0, an output value of the mainstream STC counter 730 is 

initialized to the same value as a program clock reference (PCR) value of the input 

mainstream data packet. Since the mainstream data is a JPEG-encoded data stream, 

still images of the mainstream data may have different PCR values. Thus, as shown in 
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FIG. 10A, the still images have different STC sequences which are values output from 
the mainstream STC counter 730. 

As described above, the mainstream decoder 710 decodes the input 
mainstream packet data by referring to an STC value provided by the mainstream STC 
5 counter 730. 

According to an aspect of the present invention, the mainstream STC counter 
730 operates at a frequency of 90 Khz or 27 Mhz. 

The operation of the sub-audio STC counter 750 is similar to that of the 
mainstream STC counter 730, and the operation of the sub-audio decoder 770 is 
10 similar to that of the mainstream decoder 710. 

If a sub-audio data packet is input into a buffer (not shown) installed in the 
sub-audio decoder 770, an output value of the sub-audio STC counter 750 is initialized 
to the same value as a program clock reference (PCR) value of the input sub-audio 
data packet. 

15 The sub-audio decoder 770 decodes the input sub-audio packet data by 

referring to an STC value provided by the sub-audio STC counter 750. 

According to an aspect of the present invention, the sub-audio STC counter 
750 operates at a frequency of 90 Khz or 27 Mhz. 

FIG. 9 is a block diagram of a reproducing apparatus 900, which includes a 
20 decoding apparatus according to an embodiment of the present invention. Referring 
to FIG. 9, the reproducing apparatus 900 comprises a medium driver 901 , a mainstream 
buffer 902, a sub-audio buffer 903, a system decoder 910, a graphic processor 920, a 
controller 930, and a memory 950. The system decoder 910 includes the decoding 
apparatus 700 of FIG. 8, a mainstream depacketizer 904, a mainstream arrival time 
25 clock (ATC) counter 905, a sub-audio ATC counter 906, a sub-audio depacketizer 907, 
and a demultiplexer 908. 
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The medium driver 901 reads packet data with an arrival time stamp (ATS) 
attached thereto from a data storage medium 800. The medium driver 901 transmits 
mainstream packet data, including still image data, to the mainstream buffer 902 and 
transmits sub-audio data to the sub-audio buffer 903. 

5 The mainstream packet data and the sub-audio data are stored in the data 

storage medium 800 as separate data files. According to an embodiment of the 
present invention, data is stored in the data storage medium 800 forming a specific 
structure, which will be described in greater detail later. 

The mainstream depacketizer 904 receives the mainstream packet data from 
10 the mainstream buffer 902, depacketizes the received mainstream packet data, and 
transmits the depacketized data to the demultiplexer 908. The sub-audio depacketizer 
907 determines an order, in which packets are to be output to the sub-audio decoder 
770, by referring to an ATC reference value provided by the sub-audio ATC counter 906 
and interpreting ATS information attached to each of the packets. Thereafter, the 
15 sub-audio depacketizer 907 outputs depacketized data, from which ATS information has 
been separated, to the sub-audio decoder 770. 

The sub-audio ATC counter 906 provides the ATC reference value to the 
sub-audio depacketizer 907 so that the sub-audio depacketizer 907 can determine the 
order, in which the packets are to be transmitted to the sub-audio decoder 770 based 

20 on the ATC reference value. In other words, the sub-audio ATC counter 906 is 
initialized to a predetermined value, which is equal to an ATS value attached to first 
packet data input into the sub-audio depacketizer 907, and the sub-audio ATC counter 
906 gradually increases its output value from the predetermined value. When the 
output value of the sub-audio ATC counter 906 reaches an ATS value attached to 

25 second packet data input into the sub-audio depacketizer 907, the sub-audio 
depacketizer 907 outputs a depacketized version of the second packet data. 

The demultiplexer 908 demultiplexes mainstream data including decoding time 
stamp (DTS) information and presentation time stamp (PTS) information and sends the 
demultiplexed mainstream data to the mainstream decoder 710. 
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The controller 930 controls the reproducing apparatus 900 so that the 
reproducing apparatus 900 can reproduce data stored in the data storage medium 800. 
The memory 950 receives clip information and play list information, which are pieces 
of additional information read from the data storage medium 800, from the controller 
5 930 and stores the received clip information and play list information, which will be 
described in greater detail later. 

FIGS. 1 0A and 10B illustrate STC sequences, which are used for decoding still 
image data and audio data so that the still image data and the audio data can be 
reproduced in a browsable slide show manner. More specifically, FIG. 1 0A is a 
10 diagram illustrating STC sequences, which are used for decoding still image data, and 
FIG. 1 0B is a diagram illustrating STC sequences, which are used for decoding audio 
data. 

Referring to FIG. 10A, a plurality of still images are contained in a single still 
image data file. Each of the still images is encoded so that a PCR or PTS value of 
15 each of the still images can increase from "0". 

Graphic data or subtitle data may be added to each of the still images so that 
the graphic data or the subtitle data can be reproduced together with each of the still 
images. The graphic data or the subtitle data has a PTS value that keeps increasing 
over time. For example, graphic data, such as animation, may be displayed on a still 
image with motion, or subtitle data, such as subtitles, may be output variably over time. 
Therefore, an initial value of encoding time information included in data regarding each 
of the still images may be set to 0. However, the ending time of the data regarding 
each of the still images cannot be determined in advance. The ending time of the data 
regarding each of the still images is determined according to ending time of the graphic 
data or subtitle data attached to each of the still images. 

STC_sequence, which is an output of the mainstream STC counter 730 or the 
sub-audio STC counter 750, controls a decoding operation of the mainstream decoder 
710 or the sub-audio decoder 770. STC_sequence is initialized by the PCR 
information included in each packet provided by the mainstream decoder 710 or the 
30 sub-audio decoder 770. 

14 
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According to an aspect of the present invention, initial values of a still image, 
graphic data, or subtitle data that constitute still image data are all set to "0" at the very 
beginning of reproduction of the still image data, regardless of where in a still image 
data file the still image data is located, and thus STC_sequence is generated for each 
5 still image data. In order to find each still image data in the still image data file, 
information on the very beginning of STC_sequence of each still image data is used. 

Audio data may or may not be attached to each still image data to be 
displayed in a slide show. In the case of still image data with audio data attached 
thereto, the audio data is preferably recorded in an audio file with a PGR so that an 
10 STC value can gradually increase. As shown in FIG. 10B, the sub-audio STC counter 
750 generates only one STC sequence STC_sequence. 

According to an aspect of the present invention, still image data, including a 
plurality of still images, constitutes one recording unit called a 'clip'. In addition, 
recording structure information called 'clip information 1 is attached to each clip. Clip 
is information for a still image includes sequence information, which is a set of pieces of 
information on an STC sequence STC_sequence, corresponding to the still image. 
The sequence information includes a starting point of the STC sequence 
STC_sequence, the presentation start time (PST), and the presentation end time 
(PET). 

20 As described above, the PST can be determined in advance. For example, 

the PST can be set to a very small value, such as 0 or 1/30 sec. The PST of a still 
image is preferably the same as a PTS value of the still image. The PET represents 
the end of running time of graphic data or subtitle data associated with the still image 
data. For example, in a case where still image data includes invariable data, which is 

25 attached to a still image so that it can be output together with the still image, the PET of 
the still image data can be set to the same value as the duration of one frame image. 
On the other hand, if the still image data includes variable data, such as subtitles 
variably output over 10 seconds, for example, then the PET of the still image data is set 
to a value obtained by adding 10 seconds to the duration of one frame image. In the 

30 present invention, the PET is set to infinity. For example, the PET can be set to 0 or 
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any greatest number conceivable under given circumstances (e.g., OxFFFFFFFF in a 
32-bit representation manner). 

According to an aspect of the present invention, a play list, which is additional 
information related to the reproduction of still image data, such as a reproduction 
sequence or default reproduction time, is further recorded on the data storage medium 
800, and the still image data is reproduced by referring to the play list recorded on the 
data storage medium 800. 

FIG. 11 illustrates the relationship among a play list, clip information, and a clip. 
Referring to FIG. 1 1 , the play list includes a plurality of play items. A sequence 
among the plurality of play items corresponds to an order for reproducing the plurality of 
play items, and each of the plurality of play items corresponds to a still image. Each of 
the plurality of play items has various pieces of information, such as 
Clipjnformationjile_name, refJo_STCJd, INJime, and Outjime. 

The ClipJnformationJile_name indicates a file name of clip information, i.e., 
additional information on a structure of a clip file, in which a still image designated by 
each of the play items is recorded. The ref_to_STC_id is identification information that 
specifies STC_sequence in the clip file. As described above, a plurality of still images 
are recorded in one clip in a predetermined order, and thus a serial number of each of 
the plurality of still images can be used as an identification number for each of the 
plurality of still images. 

The IN_time indicates a predetermined moment of time between the 
presentation_startJime and the presentation_end_time of the STC_sequence. 
According to an aspect of the present invention, the INJime and the 
presentation_start_time of a still image are set to the same value. If the still image has 
been MPEG-encoded into an intra picture and a sequence end code, the INJime and 
the presentation_start__time of the still image must indicate the same moment of time. 
The Outjime could also be any moment of time between the presentation_startJime 
and presentation_end_time of the STC_sequence but should be set to a larger value 
than that of the IN_time. The Outjime is preferably set to the same value as the 
presentation_end_time. However, the Outjime could be prior to the 
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presentation_end Jime. In a case where the Outjime is prior to the 
presentation_end Jime, only data in a range between the presentation_startJime and 
the Outjime of a corresponding play item is reproduced. The present embodiment of 
the present invention, especially, regarding the Injime and the Out_Jime is applicable 
to not only still image data but also motion picture data, which is very desirable. 

According to an aspect of the present invention, the above mentioned 
variables are very useful especially when the presentation_end Jime indicates an 
infinite moment of time. In other words, if the ending time of a still image is set to 
infinity, the still image can be reproduced in different play times at different default 
reproduction moments of time, as shown in FIG. 12, by allowing each of the different 
play items to have a value required for controlling actual output time of the still image. 
The Outjime, like the presentation_end Jime, can be set to infinity, in which case, the 
Outjime is represented by 0 or any greatest number conceivable under given 
circumstances. Accordingly, in the case of reproducing still image data with 
reproduction time set to infinity, if a user inputs a command regarding a reproduction 
operation mode, such as a reverse play or forward play, reproduction of a current still 
image may be stopped, and then a still image desired by the user is reproduced. 

FIG. 1 3 illustrates a play list including sub-play items. Referring to FIG. 13, 
a play list includes Playlteml , Playltem2, and SubPlaylteml . The Injime of 
SubPlaylteml is the same as the Injime of Playlteml, and the Outjime of 
SubPlaylteml is the same as the Outjime of Playltem2. 

FIG. 14 illustrates the structure of clip information, which specifies the structure 
of a recording unit, i.e., a clip. The clip information includes Sequencelnfo and 
characteristic point information (CPI). 

FIG. 1 5 illustrates an example of the Sequencelnfo of FIG. 14. Referring to 
FIG. 15, the Sequencelnfo includes num_stc information, which indicates the number 
of STC sequences (STC_sequence) in a predetermined clip, the Position, the 
presentation_startJime l and the presentation_endJime of each of the STC sequences 
in the predetermined clip. Here, the Position indicates the location of each of the STC 
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sequences in the predetermined clip. This structure of the Sequencelnfo can also be 
directly applied to motion picture data. 

FIG. 16 illustrates an example of the CPI of FIG. 14. Referring to FIG. 16, the 
CPI includes an EP_map, which is additional information on an entry point of a 
predetermined clip. For example, in an MPEG encoding method, an entry point 
indicates the beginning of an image that is encoded as an intra picture. In an aspect 
of the present invention, however, each still image data itself becomes an entry point if 
each still image data is realized as an MPEG intra picture and a sequence end code. 

The EP_map includes the num_of_entry_point, which indicates the number of 
entry points in the predetermined clip, and the Position and the PTS value of each of 
the entry points in the predetermined clip. In the case of still image data, the Position 
and the PTS value of an entry point correspond to the Position and the 
presentation_start_time, respectively, of a corresponding STC sequence, so the CPI is 
not necessary. However, in the case of motion picture data, the CPI is necessary for 
random searches. 

In the reproducing apparatus shown in FIG 9, the medium driver 901 reads 
clip information and play list information from the data storage medium 800 and 
transmits them to the controller 930. Then, the controller 930 temporarily stores the 
clip information and the play list information in the memory 950. The controller 930 
searches the memory 950 for information on a list of play items desired to be 
reproduced (i.e., play item information) and analyzes pieces of information on the play 
items. The controller 930 locates a desired still image and a corresponding audio file 
by referring to the clip information and reads the desired still image and the 
corresponding audio file from the medium driver 901 . 

Still image data is stored in the mainstream buffer 902, and audio data is 
stored in the sub-audio buffer 903. Then, the still image data and the audio data are 
input into the system decoder 91 0. Since it includes the sub-audio STC counter 750, 
the system decoder 910 can seamlessly reproduce the audio data even when a forward 
or reverse play is performed in the middle of a browsable slide show in response to a 
command issued by a user. 
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The present invention can be realized as a computer-readable code written on 
a computer-readable recording medium. The computer-readable recording medium 
includes all kinds of recording devices on which data can be written in a 
computer-readable manner, such as a ROM, a RAM, a CD-ROM, a magnetic tape, a 
5 floppy disk, an optical data storage, and a carrier wave (e.g., data transmission through 
the Internet). The computer-readable recording medium can be distributed over a 
plurality of computer systems connected to one another in a network, in which case, 
computer-readable codes can be stored in and executed from the computer-readable 
recording medium in a decentralized manner. 

10 

Industrial Applicability 

As described above, according to the present invention, it is possible to 
seamlessly reproduce sub-audio data even when a user selects a forward or reverse 
play in the middle of reproducing still image data with the sub-audio data attached 
15 thereto in a browsable slide show. 

Although a few embodiments of the present invention have been shown and 
described, it would be appreciated by those skilled in the art that changes may be made 
in this embodiment without departing from the principles and spirit of the invention, the 
scope of which is defined by the claims and their equivalents. 
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CLAIMS 

1 . A decoding apparatus for providing a browsable slide show, the decoding 
apparatus comprising: 

5 a mainstream decoder, to decode mainstream packet data; 

a sub-audio decoder, to decode sub-audio packet data; 
a mainstream system time clock counter, to provide a system time clock 
sequence which controls the decoding time of the mainstream packet data by the 
mainstream decoder; and 
io a sub-audio system time clock counter, to provide a system time clock sequence 

which controls the decoding time of the sub-audio packet data by the sub-audio 
decoder. 

2. The decoding apparatus of claim 1 , wherein the mainstream packet data 
is comprises image data to be reproduced in a browsable slide show. 

3. The decoding apparatus of claim 2, wherein the sub-audio packet data 
comprises audio data attached to the image data. 

20 4. The decoding apparatus of claim 3, further comprising: 

a mainstream buffer to store the image data; and 
a sub-audio buffer to store the audio data, 

wherein the apparatus can seamlessly reproduce the audio data when a forward 
or reverse play is selected during the browsable slide show. 

25 

5. The decoding apparatus of claim 2, wherein the mainstream system time 
clock counter provides a system time clock sequence to the mainstream decoder for 
each image included in the mainstream packet data. 

30 6. The decoding apparatus of claim 1, wherein an output of the mainstream 

system time clock counter is initialized based on a predetermined reference value 
specified in the mainstream packet data. 
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7. The decoding apparatus of claim 1 , wherein an output of the mainstream 
system time clock counter is independent of an output of the sub-audio system time 
clock counter. 

8. A data storage medium to store the mainstream packet data and the 
sub-audio packet data to be decoded by the decoding apparatus of claim 1, wherein the 
data storage medium comprises: 

a plurality of clips, including image data; 

a play list, including information on reproduction of each of the plurality of clips, 

and 

clip information, including information specifying a structure of each of the 
plurality of clips and information on a system time clock sequence of each image data. 

9. The data storage medium of claim 8, wherein the play list comprises a 
plurality of play items, the plurality of play items having a sequence that corresponds to 
an order for reproducing the plurality of play items. 

10. The data storage medium of claim 9, wherein each of the plurality of play 
items comprises at least one of: 

a file name of clip information, which contains information on a structure of the 

plurality of clips; 

a system time clock reference which contains information that specifies the 
system time clock sequence of the plurality of clips; 

an in time which indicates a predetermined time between a presentation start 
time and a presentation end time of the system time clock sequence at which the image 
data of the corresponding clip is to be reproduced; and 

an out time which indicates a predetermined time at which the reproduction of 
the image data of the corresponding clip is to end. 

1 1 . The data storage medium of claim 1 0, wherein the out time is set to the 
same value as the presentation end time. 
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12. The data storage medium of claim 11, wherein the in time and the out 
time are used with motion picture image data. 

13. The data storage medium of claim 8, wherein the clip information 
comprises: 

sequence information which includes a number of system time clock sequences 
in a predetermined clip, a position to indicate a location of each of the system time 
clock sequences in the predetermined clip, a presentation start time of each of the 
system time clock sequences in the predetermined clip, and a presentation end time of 
each of the system time clock sequences in the predetermined clip; and 

characteristic point information which includes an EP map, which includes 
information on a number of entry points of the predetermined clip, the position of a 
system time clock sequence corresponding to each of the system time clock sequences 
in the predetermined clip, and a presentation start time of each of the system time clock 
sequences in the predetermined clip. 

14. A decoding method for providing a browsable slide show, the decoding 
method comprising: 

genera tjng a system time clock sequence for mainstream packet data to control 
the decoding time of the mainstream packet data; 

decoding the mainstream packet data according to the system time clock 
sequence for the mainstream packet data; 

generating a system time clock sequence for sub-audio packet datato control the 
decoding time of the sub-audio packet data; and 

decoding the sub-audio packet data according to the system time clock 
sequence for the sub-audio packet data. 

15. The decoding method of claim 14, wherein the mainstream packet data 
comprises image data to be reproduced in a browsable slide show. 

16. The decoding method of claim 15, wherein the sub-audio packet data 
comprises audio data attached to the image data. 
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17. The decoding method of claim 16, further comprising: 
storing the image data in a mainstream buffer; and 
storing the audio data in a sub-audio buffer, 

wherein the audio data is seamlessly reproduced when a forward or reverse play 
is selected during the browsable slide show. 

18. The decoding method of claim 14, wherein the generating a system time 
clock sequence for mainstream packet data comprises generating a system time clock 
sequence for each image included in the mainstream packet data. 

19. The decoding method of claim 14, wherein the generating a system time 
clock sequence for mainstream packet data comprises determining an initial value of 
the system time clock sequence for the mainstream packet databased on a 
predetermined reference value specified in the mainstream packet data. 

20. The decoding method of claim 14, wherein the system time clock 
sequence for the mainstream packet data is independent of the system time clock 
sequence for the sub-audio packet data. 

21 . A data storage medium to store the mainstream packet data and the 
sub-audio packet data to be decoded by the decoding method of claim 14, the data 
storage medium comprising: 

a plurality of clips, including image data; 

a play list, including information on reproduction of each of the plurality of clips, 

and 

clip information, including information specifying a structure of each of the 
plurality of clips and information on a system time clock sequence of each image data. 

22. The data storage medium of claim 21 , wherein the out time is set to the 
same value as the presentation end time. 

23. The data storage medium of claim 22, wherein the in time and the out 
time are used with motion picture image data. 
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24. The data storage medium of claim 21 , wherein the clip information 
comprises: 

se q Uence information which includes a number of system time clock sequences 
in a predetermined clip, a position to indicate a location of each of the system time 
clock sequences in the predetermined clip, a presentation start time of each of the 
system time clock sequences in the predetermined clip, and a presentation end time of 
each of the system time clock sequences in the predetermined clip; and 

characteristic point information which includes an EP map, which includes 
information on a number of entry points of the predetermined clip, the position of a 
system time clock sequence corresponding to each of the system time clock sequences 
in the predetermined clip, and a presentation start time of each of the system time clock 
sequences in the predetermined clip. 

25. A data storage medium, to store data to be reproduced in a browsable 
slide show, the data storage medium comprising: 

a plurality of clips, including image data; 

a play list, including information on reproduction of each of the plurality of clips, 

and 

clip information, including information specifying a structure of each of the 
plurality of clips and information on a system time clock sequence of each image. 

26. The data storage medium of claim 25, wherein information on the system 
time clock sequence of each image comprises pieces of information on a location of 
each image in each of the plurality of clips and reproduction starting time and 
reproduction ending time of each image. 

27. The data storage medium of claim 25, wherein the play list comprises a 
plurality of play items, and each of the plurality of play items includes pieces of 
information on actual reproduction start time and actual reproduction ending time of 
each image. 
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28. The data storage medium of claim 26, wherein the reproduction ending 
time of each image is set to infinity. 

29. A computer-readable recording medium, on which a program enabling a 
decoding method is recorded, the decoding method comprising: 

generating a system time clock sequence for mainstream packet data, to control 
the decoding time of the mainstream packet data; 

decoding the mainstream packet data according to the system time clock 
sequence for the mainstream packet data; 

generating a system time clock sequence for sub-audio packet data, to control 
the decoding time of the sub-audio packet data; and 

decoding the sub-audio packet data according to the system time clock 
sequence for the sub-audio packet data. 

30. A computer-readable recording medium of claim 29, wherein the 
mainstream packet data comprises image data to be reproduced in a browsable slide 
show. 

31 . A computer-readable recording medium claim 29, wherein the sub-audio 
packet data comprises audio data attached to the image data. 

32. A decoding apparatus for providing a browsable slide show, the decoding 

apparatus comprising: 

a video decoder to decode video data provided to the apparatus; and 

an audio decoder to decode audio data provided to the apparatus, 

wherein the audio data is decoded independently of the video data to seamlessly 

reproduce the audio data during the browsable slide show when a forward play or a 

reverse play of the video data is selected. 

33. A decoding method for providing a browsable slide show, the decoding 
method comprising: 

receiving corresponding audio data and video data; 
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decoding the video data separately from the audio data to seamlessly reproduce 
the audio data during the browsable slide show when a forward play or a reverse play 
of the video data is selected. 



26 



WO 2004/075194 PCT/KR2004/000375 



1/16 

FIG. 1 



VIDEO 
PACKET1 



VIDEO 
PACKET2 



AUDIO 
PACKET1 



VIDEO 
PACKET3 



AUDIO 
PACKET2 



PACKET PACKET 
HEADER INFORMATION 



WO 2004/075194 



PC17KK2004/000375 



2/16 



o u5 

O £ 



DC 

O S 

co 55 
z cr 



o 
o 

CM 



o 

LO 
CM 



CM 

d 



o 

CO 
CM 



\ 





cc 


o 

CD 
CM 

\ 


1— 


QC 




LU 


CC 


LU 




S >< 


o s 


>S 


DGR 


REAI 

IDI EI 

IrLt 


CO UJ 

2: cr 


IPLE 


PRC 


STI 
MULT 




lx co 
I— 


MULT 



o 

CM 



\ 



CC 


o 


CC 


LU 

) — M 

CT UJ 


CM 

\ 


SECOND 
ACKETIZE 


rr 




AC! 




CL. 




Q- 





CC 


O 


UJ 


UJ Q 


Q O 


> 


o 




UJ 



o 

CM 
CM 



o < 

LU I— 
Q < 





cc 


o 


UJ 
Q 


Q 


O 


< 


O 




UJ 






O 




AUD 





WO 2004/075194 



PCT/KR2004/000375 



3/16 




WO 2004/075194 



PCT/KK2004/000375 



4/16 

FIG. 4 



400 



x 410 


^420 


x 430 


x 440 


ATS 


DTS 


PTS 


VIDEO DATA 
OR AUDIO DATA 



FIG. 5 



510 



TRANSPORT 
STREAM 



INVERSE 
MULTIPLEXER 



530 




VIDEO DATA 




- AUDIO DATA 



WO 2004/075194 



PCT/KR2004/00037S 



5/16 

FIG. 6 



START PRESENTATION TIME=0 



END PRESENTATION TIME 



PTS 



■ 



PTS 



mm 



PTS 



■ 



PTS 



Wm 



PTS 



mm 



(PTS |PTS |PTS |PTS |PTS (pTS )pTS fpTS |pTS )pTS (pTS (pTS 



STC(O) 



STC(10000) 




USER PLAYBACK 



STCO000) 



STC(20000) 



WO 2004/075194 



PCT/KR2004/00037S 



6/16 

FIG. 7 



START PRESENTATION TIME=0 

I 

DEFAULT 



DURATION 




START PRESENTATION TIME=0 

' fpTS fpTS fpTS |PTS IpTS |pTS fpTS fpTS JpTS (pTS )pTS JpTS 



<zz^ <m^ <sJ^ cJ^ <3^ <aU' & 

STC FOR AUDIO(O) STC FOR AUDI0(1 0000) 




STC FOR AUDIO(10300) 



STC FOR AUDIO 
(30000) 



WO 2004/075194 



PCT/KR2004/000375 



7/16 

FIG. 8 



700 









710; 

/ 




MAINSTREAM 
DATA 




MAINSTREAM 










DECODER 












730 

}/ 








MAINSTREAM 
STC COUNTER 












750 

/ 








SUB-AUDIO 
STC COUNTER 






SUB-AUDIO 
DATA 






' 770 

/ 






SUB-AUDIO 










DECODER 
















i 



WO 2004/075194 



PCT/KR2004/000375 



8/16 



05 
1—4 




WO 2004/075194 



PCT/KR2004/000375 



9/16 




oz CO CO 
O h— )-r~ 
OU O CU 



WO 2004/075194 



PCT/KR2004/000375 



10/16 




DC CO 



WO 2004/075194 



PCT/KR2004/000375 



11/16 



I <o 

S-a'SS 



CJ) 1 oo 

I CVI Q) 

is" 

CL. 



CO 



o' ^ 

is* 



DC 
O 



CL. 
ZD 

o 










Cvj 








l_U 
















1 




CO 








LU 




CO 




CJ> 








35 




o 




C3 
LU 








o 








t= 


LU 
CO 
LU 






CO 




- CO 







r~* Z & I — 



CJ) 



s 

CO 



si 



STILL IMAGE 
GRAPHIC, SUBTITLE DATA 




• 


"\ 

\ 






• 


\ 

— > 


1 




STILL IMAGE #2 
GRAPHIC, SUBTITLE 








iGE#1 

SUBTITLE DAI 




STILL IM/ 
GRAPHIC, 




CLIP FILE 


GC CO 
CL. Q_ 



o 

1 



CM 

o 
i — 

CO 

2 



& 



WO 2004/075194 PCT/KR2004/000375 



i 2/1 6 

FIG. 12 



PLAYLIST 



Playitem 1{ 




Playitem 2{ 


ref_to_STCJd=0 




ref_to_STCjd=0 


IMJirae 1 




INJime 1 


OuLtime 1 




OuLtime 2 


} 




} 




i ^ 



CLIP INFORMATION T~ / ' ^ 

SEQUENCE INFORMATION^ 

STC_SEQUENCE 1 8TC.SEQUENCE 2 

POSITION 1 POSITION 2 

PRESENTATION START TIME 1 PRESENTATION START TIME 2 
PRESENTATION END TIME 1 PRESENTATION END TIME 2 



{POSITIONJ PTS.1 
0PI POSITIONJ PTS.2 



} 



WO 2004/075194 PCT/KR2004/000375 



14/16 

FIG. 14 



CLIP INFORMATION 



SEQUENCEINFO( ) 



CPIO 



WO 2004/075194 



PCT/KR2004/000375 




WO 2004/075194 



PCT/KR2004/000375 




INTERNATIONAL SEARCH REPORT 



Int< ional application No. 
PCTYKR2004/000375 



A. CLASSIFICATION OF SUBJECT MATTER 
IPC7 Gl IB 20/10 

According to International Patent Classification (IPC) or to both national classification and IPC 

B. FIELDS SEARCHED 

Minimum documentation searched (classification system followed by classification symbols) 
IPC 7 Gl IB 20/10 H04N5/76 G06F 17/30 



Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 
Korean Patents and applications for inventions since 1975 
Korean Utility models and applications for utility models since 1975 



Electronic data base consulted during the intertnational search (name of data base and, where practicable, search terms used) 
"slide show", "still image or picture" 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category* 


Citation of document, with indication, where appropriate, of the relevant passages 


Relevant to claim No. 


A 


WO 2000/055857 A i ( Matsushita Electric Industrial Co., Ltd.) 2 1 September 2000 
See the whole document 


1-33 


A 


US 6,470,460 Bl (Matsushita Electric Industrial Co., Ltd.) 22 October 2002 
See the whole document 


1-33 


A 


JP 2002-288942 A ( Hitachi Ltd.) 04 October 2002 
See the abstract 


1-33 


A 


US 2001/0000809 Al ( Hideo Ando et al.) 03 May 2001 
See the whole document 


1-33 


A 


KR 1999-0076457 A ( Samsung Electronics Co., Ltd.) 15 October 1999 
See the abstract 


1-33 


| | Further documents are listed in the continuation of Box C. Q See patent family annex. 



Special categories of cited documents: 

document defining the general state of the art which is not considered 
to be of particular relevance 

earlier application or patent but published on or after the international 
filing date 

document which may throw doubts on priority claim(s)or which is 
cited to establish the publication date of citation or other 
special reason (as specified) 

document referring to an oral disclosure, use, exhibition or other 
means 

"P" document published prior to the intErnational filing date but later 
than the priority date claimed 



"A" 
"E" 

"O" 



T" later document published after the international filing date or priority 

date and not in conflict with the application but cited to understand 

the principle or theory underlying the invention 
"X" document of particular relevance; the claimed invention cannot be 

considered novel or cannot be considered to involve an inventive 

step when the document is taken alone 
M Y" document of particular relevance; the claimed invention cannot be 

considered to involve an inventive step when the document is 

combined with one or more other such documents,such combination 

being obvious to a person skilled in the art 
tt & M document member of the same patent family 



Date of the actual completion of the international search 
14 JUNE 2004 (14.06.2004) 


Date of mailing of the international search report 
14 JUNE 2004 (14.06.2004) 


Name and mailing address of the ISA/KR 

J0R^ Korean Intellectual Property Office 

m " 920 Ounsan-dong, Seo-gu, Daejeon 3 02-70 1 , 

^(L jtj' Republic of Korea 

Facsimile No. 82-42-472-7140 


Authorized officer ^.. J 

HAN, Choong Hee f Qh^Qj) 
Telephone No. 82-42-481-5700 XsJ^lp 7 



Form PCT/ISA/210 (second sheet) (January 2004) 



